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BLE LED Tag
Supporting Software Function Introduction

The software supporting the Bluetooth object-finding tag has three main functions:

1. Bind the tag; 2. Click/sweep at close range; 3. Long-distance object-finding.

Function 1, label binding action, this step is specially formulated in order to

establish a corresponding relationship between physical objects (orders) and labels.

Function 2, close-range object-finding, is intended to be used when the search area

is small (within 10 meters of visual range). This function provides QR code scanning or

after selecting a certain label in the full list, it will actively connect to the specified

item label and send an audible and visual reminder. This function is a single reminder

search (the length of the reminder time can be set, 3-20 seconds).

Function 3, long-distance object finding, is intended to be used when the search area

is large (above 100 square meters). On the APP side of the smart tablet, enter the

"Long-distance Finding" menu, select a certain tag, and make a prompt according to the

RSSI value of the tag; until the RSSI is greater than -70db (about 3-8 meters away), connect

the tag device and The sound and light prompts are sent in a loop until the APP clicks

to end the search and the object is found.
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 Software main interface：



BLE LED TAG V1.2

3

 Bind tag：

First of all, you need to correspond to the label corresponding to the bound item. After the label is

attached to a certain item, the mobile phone is close to the label and click the "Select Label" menu.

After waiting for 5 seconds, select the label with the largest RSSI value in the list (the label name

defaults to RemindTag), the selected tag will keep flashing to confirm the selection, then enter the

item name, and the customized item number (to facilitate subsequent scanning and selection), and

click "Complete Binding".
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See an example of a bound label：
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 Click to find objects：

After entering the long-distance search or short-distance search menu, you can choose to find objects by

clicking or scanning.
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 Scan barcode/QR code to find objects：

After clicking the small scan code icon, scan the specified barcode or QR code corresponding to the item

("item number" in the binding step).
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 Find objects in close range：

After selecting an item, enter the following interface. The small circle icon in the upper right corner

indicates the status of the item being searched (red if successful, gray if not found). Click the "One-time

Find" menu successfully, and the label on the item will be displayed. The corresponding flashing

indicator light (the duration of the prompt can be changed from 3 to 20 seconds).
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 Find objects in far range：

After selecting an item, enter the following interface, click the "Start Finding" menu, and the current

signal value will be continuously updated as shown in the figure on the right. When facing the direction

of the item, the signal value is relatively large, and the opposite signal value is smaller. When it is about

3-8 meters away from the item, the signal value will be greater than -70dBm, and the small Bluetooth

icon in the upper right corner will be displayed in red. At this time, the label on the item will keep

flashing the indicator light (the prompt will end after 3 seconds).
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 Label development and testing：

This function is a test function specially developed for customers to develop by themselves, which is

convenient for customers to develop auxiliary tests by themselves.

BT01 lit-up
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BT11 lit-up

Device beeps

Function item
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Function item
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setting name

Setting power
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